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CONTRACTOR SHALL ANCHOR PORTABLE TOILET TO THE
GROUND, AT A MINIMUM OF TWO OPPOSING CORNERS
(ON A DIAGONAL) USING U—-SHAPED REBAR STAKES
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PORTABLE TOILET

EDGE OF ASPHALT/
PORTABLE TOILET PLAN

CONTRACTOR SHALL ANCHOR PORTABLE
TOILET TO THE GROUND, AT A MINIMUM

OF TWO OPPOSING CORNERS (ON A DIAGONAL)
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USING U-SHAPED REBAR STAKES OR

OTHER EFFECTIVE ANCHORING

ISOMETRIC

MAINTENANCE NOTES

1.

PORTABLE TOILETS SHALL BE PLACED A 1
MINIMUM OF 10 FEET BEHIND ALL CURBS,
SIDEWALKS, AND OTHER IMPERVIOUS AREAS;

50 FEET FROM STORM INLETS, AND 100

FEET FROM WATERWAYS.

PORTABLE TOILETS IN THE RIGHT—OF—-WAY 2:
ARE REQUIRED TO BE PLACED ON MOBILE
TRAILERS AND MUST BE ANCHORED OR

WEIGHTED DOWN. PORTABLE TOILETS MAY 3

BE INSTALLED IN ACCORDANCE WITH NOTE
# IN STAGING AREAS/YARDS.

PORTABLE TOILETS SHALL BE SECURELY
ANCHORED TO THE GROUND USING
U-SHAPED REBAR STAKES, OR OTHER
EFFECTIVE ANCHORING.

ANCHORING SHALL BE POSITIONED ON AT
LEAST TWO OPPOSING (DIAGONAL) CORNERS.
TOILET CONTAINMENT PANS MAY BE USED
IN PLACE OF A TRAILER AT THE GEC
INSPECTOR'S DISCRETION. TOILET
CONTAINMENT PANS MUST BE ANCHORED IN

FREQUENT OBSERVATIONS AND MAINTENANCE ARE
NECESSARY TO MAINTAIN CONTROL MEASURES IN
EFFECTIVE OPERATING CONDITION. INSPECTIONS AND
CORRECTIVE MEASURES SHOULD BE DOCUMENTED
THOROUGHLY.

PORTABLE TOILETS SHALL BE SERVICED AT THE
NECESSARY INTERVALS TO ELIMINATE THE POSSIBILITY
OF OVERFLOW.

WHEN THE PORTABLE TOILETS ARE REMOVED, ANY
DISTURBED AREAS ASSOCIATED WITH THE INSTALLATION,
MAINTENANCE, AND/OR REMOVAL OF THE TOILETS MUST
BE PERMANENTLY STABILIZED.

PLACE AND MUST NOT BE USED WITHIN THE
CITY R.O.W.
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